
Built-in oil  
sampling port

Access point for quick  
syringe sampling and hand-held 

instrument tests

Corrosion Indicator detects  
abnormal corrosion and  

varnish conditions

Cross-hairs for  
observing oil level

Easy-to-remove and 
view magnetic plug

3-D sight glass enables quick 
inspection for water emulsions, 
foam, sediment and bubbly oil

Nut allows for easy sight glass  
rotation (to inspect magnetic rod)  
or removal (for cleaning)

NEXT GENERATION MACHINE INSPECTION  
AND FAULT DETECTION

For Use On
•	Gearboxes
•	Sumps
•	Reservoirs
•	Low Pressure Systems

Introducing the New 
™

Early Fault Detection  
Early detection of machine faults and abnormal wear is key machine 
reliability.  The failure development period begins with ”P”, the point 
of first detection, and ends with “F”, the state of operational failure.  
The longer the PF interval the greater the likelihood a failure can 
be detected before expensive collateral damage and unscheduled 
downtime occurs.  The CMP enables daily inspections across nu-
merous critical parameters.  This capability delivers a huge benefit 
over less frequent oil sampling and other condition monitoring ac-
tivities (vibe, thermography, acoustics, etc.).

Comprehensive Inspection 
Most sight glass level gauges are used only to confirm oil volume.  
Many root causes and symptoms of machine failure are missed due 
to the limited ability of these sight glasses.  The CMP is a multi-pa-
rameter inspection pod that greatly modernizes and expands daily 
one-minute inspections.  



Columnar 
Level Gauge

Window 
Sight Glass 

Level Gauge

3D Sight 
Glass Level 

Gauge
CONDITION  

MONITORING POD

Accurate oil level detection X X X X

View oil level from multiple angles X X

Vent NOT required (risk of plugging and contamination 
ingression)

X X X

Ability to easily view oil color (wrong oil, oil  
oxidation, etc.)

X X X

Ability to detect oil surface foam and entrained air X X

Ability to detect emulsified water contamination by visual 
method

X X X

Includes a magnetic plug for easy, visual wear debris 
inspection

X

Includes convenient access to the magnet for cleaning 
and collection of particles for microscopic wear particle 
analysis

X

Includes trap for convenient collection and inspection of 
non-magnetic sediment and sludge

X

Includes a live-zone oil sampling valve X

Includes an corrosion Indicator for quick confirmation of  
corrosion suppression of oil-wet machine surfaces

X

Includes an corrosion Indicator  for quick confirmation of  
corrosion suppression of NON-oil-wet machine surfaces

X

Includes an corrosion Indicator for quick detection of  
varnish deposits

X

Grommet to enable easy syringe samples for simple field 
tests (blotter, surface tension, crackle test, etc.)

X

Grommet access for portable instrument probe  
inspections (water contamination, dielectric constant, 
viscosity, etc.)

X

Quick-release of inspection bowl for easy cleaning X

NEXT GENERATION MACHINE INSPECTION AND FAULT DETECTION
™

•	 2.75” x 3.18” x 3.5” (w x h x l)

•	 Large acrylic sight glass with 1.4” 
diameter x 1.25” deep viewing area

•	 Aluminum Body

•	 Stainless steel Pilot Tube

•	 Rare earth magnetic plug

•	 M16x2 Sample Port threads for 
attaching to vacuum pump and 
sample bottle

•	 Viton O-Ring and Grommet

•	 1/2” – NPT, BSP and Metric (M20x1.5)

•	 3/4” – NPT and BSP

•	 1” - NPT and BSP

•	 1 1/4” – NPT

•	 1 1/2” - NPT

Patent Pending

 Specifications:
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Available in These Sizes:


